o PILASTER CAPITALS s

Capital: The crowning feature of a column or pilaster;
usually decorated; may carry an architrave or an arcade.
Applications: Pilaster capitals are flat on the rear sur-
face, making them uniquely suited for wall sconces, indi-
rect lighting, door and window trim applications, and
display features.
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PILASTER CAPITALS

PC-008
H.8”
W.53/8
P.11/8"

PC-009
H.73/4
W.51/2”
P.21/8"

PC-010
H. 10”

W.71/2"
P.23/8

PC-013
H.93/47

P]]/Z’

PC-012
H. 113/4
W.91/4”
P.13/8"

PC-014
H.171/2”
Ww. 12 1/4”
P. 1
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PILASTER CAPITALS
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PC-003
H. 612"
W. 3 1/4”
P. 1
Note: the width (W) and pro-
jection (P) measurements are
given at the point on the pilas-
ter above the bulnose, these
measurements correspond with
the pilaster shaft width and pro-
jection required by the capital PC-004
H. 6 3/ ”
W.3 1/4”
P. 5/ »
Pilaster Capital installation
PC-005 PC-006 PC-007
H.7" H.41/2" H.65/8
W. 6 W.25/8” W. 5
P.11/27 P.5/8” P.13/4”
Scale-3"=1"-0"
PC-001 PC-002
H. 10 1/4” H. 8"
W. 67 Ww.61/8”
p 2 P.11/2

Scale-11/2"=1-0"
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PILASTER CAPITALS
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PC-016 PC-015 PC-017

H. 10 1/8” H.12 1/47 H. 10

W.71/2 W7 W.91/2

P12 P.3172" P.2 14"
PC-019 PC-018
H. 858" H.93/16"
W. 6 1/8” W 877
P58 P.3 14"

PC-020

*H.191/8”
W. 13 13/4”
P. 1 3/ B

* Also available in W. 15 1/8”
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