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In this Catalogue:

Ornamental Plaster - Traditional
hand cast molding and ornaments
made of high strength gypsum and
either natural fiber or glass fiber

reinforcing. For interior use.

Glass Reinforced Gypsum (GRG)

- Extremely strong castings made
with gypsum cement reinforced
with glass fibers; the preferred
material for interior domes, col-
ummns, light coves/troughs, barrel
vaults, groin vaults, and less com-

plex shapes.

*Exterior Plaster - Similar to interior
ornamental plaster but modified
with polymers and resins to with-
stand weather. Sometimes called
Modified Gypsum.

*Felstone - A proprietary mixture
of gypsum, pigments, and minerals
specially

finished to give the appearance of
natural stone. Especially suited for
custom mantles, door surrounds,

and cartouches.

*Most any products in this catalogue
can be made in these materials.
Pricing available upon request.
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For more than 30 years, Felber Ornamental
Plastering Corporation has been perfecting the
art of ornamental plaster. The present Felber
studio is the great-grandchild of a turn-of-the-
century company, The Voigt Company, which
closed its doors in 1939. Felber Ornamental
Plastering Corporation is proud of its heritage
and prides itself on its attention to the authen-
ticity of its products and craftsmanship. One
benefit of our ancestry is that in addition to
the stock items pictured in our catalogue, we
have an archive of over 2,000 antique molds.
This collection, including Gothic, Old English,
French, and Art Deco design, specializes in Neo
Classical and Adam period motifs. We welcome
serious inquiries from our customers regarding
these items.

One of the most important advances in
modern plaster technique is the development of
Glass-Reinforced Gypsum, or GRG. The result
is a remarkably lightweight, non-toxic, non-
combustible composite of gypsum (plaster)
and monofilament glass fibre that forms a solid
matrix of unusual strength. Because of this
development, in addition to our traditional line
of ornamental plaster, we are able to offer self-
supporting and/or suspended domes and cof-
fered ceiling systems. These systems are attrac-
tive to the customer because of their versatility in
application and ease in handling. Because they
require minimal framing prior to installation, a
Felber dome can be easily included as part of a
remodeling project without the massive struc-
tural intrusion one might expect. Also, in larger
projects where on-site time/space constraints
become an issue, a Felber ceiling system can be
installed in a fraction of the time necessary for
traditional plaster techniques, resulting in a sig-
nificant saving for the customer.

Felber Ornamental Plastering Corporation
has also built a reputation on working with
architects, builders, and interior designers to
help bring their specific project needs to fruition.
Whether fabricating molding profiles or sculp-

tured relief; custom radiused elements; light
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Typical Physical Properties
Glass-Reinforced Gypsum

Matrix Hydrocal FGR Gypsum Cemen
Glass Fiber 5-6% by Weight
Flexural Strength 3200-4000 PSI

Modolus of Elasticity

6
In Flexure 2.1 x 107 PSI

Ultimate Tensile Strength 1200-1400 PSI

Modolu's of Elasticity 2.7-3.8 x 10° PSI
in Tension
Impact Strength 8.0-8.8 Ft. Lb./In’
Thermal Conductivity 4.0-4.2 Btu/Hr./Ft*/°F/In
Specific Heat .0253 Brw/Lb./°F
Flammability Flame Spread - 9
Smoke Contribution - O
Fuel Contribution - O
Rockwell Hardness M72
Density 103-112 Ib./Ft.

Thermal Coefficient of Expansig.3 x 10°° In./In./°F

Custom Felstone mantle using
stock components
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CORNICES

Installation of cornice - 6313

6210
Length 5-10”
Repeat 1" - 27

6235
Length 4 -1
Repeat 1 3/8”

6228
Length 60"
Repeat 1 3/4”

6235M
Length 5 -2”
Repeat 114

6509
Length 4" -0”
Repeat 3 1/2”

10134
Length 6’ -11”
Repeat 2 1/4”

Scale-1"=1"-

5%se"

135016"

Cornice: traditionally a cast or run decorative molding commonly
found at the junction of interior walls and ceilings, roof perimeter,
or the upper section of an entablature.

Applications: Cornices can be used in the traditional manner,

or creatively as a light trough, a light cove for indirect lighting or
display sets.

R - Run cornices are smooth surface profiles consisting of straight
and curved lines without sculpted relief (ie, leaves, flowers,
dentils, etc.). This type of cornice can be provided to match an
existing profile or fabricated to your particular needs. For pricing,
send us a profile of your cornice and the lengths required.

S - Tudor Finish.
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CORNICES

|
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6212A 7Y : .‘ s }‘ s N
Length 5" - 1” (&) ; t /
Repeat 17 - 07 5344" Ll LN )_
6313 63he"
Length 5’ - 4”
Repeat 3 1/2” gy
6310 67/8"
Length 4" - 6”
Repeat 6 5/8” P,
6505 7'%"
Length 5" -5
R€p€3t6 ]./ K L 85%he" —1
F-6400
Length 0’ - 5 3/4” /a”
Repeat 6”
241 ]
Length 4" - 117 e
Repeat812° ' 3°
e B 't o e
Scale-1"=1-0" 16 e
6310A
Length 6’ - 10”
Repeat 1 1/2” 7157
L——7‘Iz”—4 s m =

Scale-112"=1"-
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i
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CORNICES S

6206
Length 5" -1

12%he*
Repeat 7 5/8”

T 53"

6311
Length 4" - 11"
Repeat 2’ - 6”

$-6250
Length 4" - 9”
Repeat 2 1/2”

$-6254
Length 5’ - 3”
Repeat 10 1/2”

§-6202
Length 4" - 117 4*%he”
Repeat 1" - 37

L 5ier

$-6241
Length 5" - 1” Yo
Repeat 1-0” s

Scale-1"=1'-0” b

$-6323
Length 4 - 11"
Repeat 4" - 11"

418"

TS —

R-169A [/ ,
Length 6’ - 9” T

A

Scale -3/4”=1"-0"
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CORNICES

)

CR-001
Length 6’ - 0
Repeat 4”

Scale-1"=1-0”

81/2”

10”

CR-002
Length 5’ - 7 3/4”
Repeat 3 5/8”

CR-003
Length 5'-71/2”
Repeat 22 1/4”

CR-004
Length 6’ - 17
Repeat 4 1/2”

CR-009
Length 6’ - 0
Repeat 127
MVA

CR-010
Length 6’ - 0

Scale-11/2"=1"-
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8 3/4” —
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) CORNICES &

CR-006
Length 7'-4”
Repeat 2 1/2”

CR-007
Length 7-21/2"  4v#

Repeat 6 1
‘i;s 1/8’7 *L

91/8”
CR-008
Length 0’ - 3 3/4”
Repeat 6 1/4”
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R-287
Length 6’ - 0"

6300
Length 7" - 0
Repeat 14”

Gadyl W P2y AR paw B W A wiw A wawm @ o I eI

CR-005 -
Length 6’ - 0" .

6 347

Scale-11/2"=1-0"
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CORNICES

CR-036
Length 6’ - 0"
Repeat 4”

at leaf
MVA

CR-033

Length 6’ -0 1/2”

Repeat 127+

CR-034

Length 7’ - 11 1/4”

Repeat 2"+

CR-059
Length 5’ - 10”
Repeat 14”

157

15 127

Scale-11/2"=1"-0"
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- CORNICES S

CR-032
Length 6’ -4 1/2”
Repeat 17/8”

12 1/4”

A /TR PR/ TR T S PP 07010 7 T TV O

[
L

:

CR-041
Length 5"- 4 1/4”
Repeat 3 1/2”

at leaf

— R
— —
:‘;10 s ———+
CR042 Y - ) .‘ ¥ \ . ‘ 1’ .".""‘«.Ia" h 1K W A n' N
Length 6’ -2 1/2" ' e ~
Repeat 37 1/4”

9 3/8”

5

CR-055
Length 6’ - 0 1/4”
Repeat 9 9

?'.g__&-_t;-_am&‘::' -.k_'u-' e e T S 5\

T

10 1/4”

CR-024
Length 6" - 11/4”
Repeat 12 1/4” - 14

CR-056
Length 6’ - 11 5/8”
Repeat 2 1/4”

T

—

T,

Scale-112“=1-0"
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CEILING MEDALLIONS e

8731A
D. 24"
P. 3/8”

8833
D. 24°&
36)’
P.1/2”

Ceiling Medallion: Traditionally a plaque, usually round, oval or
square, on which there is a molded relief that incorporates leaves,
fluting, beads or other sculptural elements as part of its design.

Applications: Medallions are most often used at the central
attachment point of a chandelier. They can be applied to a wall
frieze or other architectural member, or stand alone as an attrac-
tive wall decoration.

D
(Diameter)

8862B
D. 24"
P.7/8”

Scale-1"=1"-0”
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) CEILING MEDALLIONS S

CM-014
D. 20 1/4”
P. 3/ »

CM-017
D. 14"
P. 17

R-064 can be —— CM-OI?)4
used with: CM-02 D. 17 3/4”
CM,OOS D 22 1? ” P 1 1/8”

R-064 CM-019
D.73/8"  (M:020
P' 2 ”

D. 42" X 33”

D.31"X 20 1/4” P.2 172"
P.2 also available
D-45" & D-35”

Scale-1"=1-0"
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CEILING MEDALLIONS

CM-012
D. 26 1/4”
P. 3/47;

CM-016
D. 50”
CM-8816 P.5/8
D. 48"
P. 17

Scale-3/4”=1"-0"
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CEILING MEDALLIONS

Medallion - 8816 installed with Garland GD-001 and
ornament FO-002.

CM-002
D.201/2”
X261/2”
P.13/8

CM-018
D.317/8"
X 2412

CM-010 P. 172"

D. 16" X 16”

P. 3/4

Scale-1”"=1"-0"
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e CEILING MEDALLIONS e

e

8840
D.19"x 27 1/2” D. 18 1/4”
P. 7/ » P 5/ »

8836 8837
D. 32" & 24 D. 25"
P.3/4” P.3/4”

Scale-1"=1-0"

Scale-3/4”=1-0"
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CEILING MEDALLIONS

CM-8865 CM-8871
D. 4’ 9” X 6, ].O 1/ K D. 4’ 9)7 X 87 67;
P. 3/ " P 3/ ”»

D. 43 1/2”
P.11/4"

CM-8868
D.301/2"X 49 1/2”
P. 3/47:

Scale-3/4”=1"-0"
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e CEILING MEDALLIONS e

CM-8710
D.21 1/8"
P. 112"

CM-88
CM'8811 D 1977 )3(9297»

D. 30 1/2” ”
P.21/2 P.3/4

CM-8802 Thrid (inohl CM-8731
D.231/2” D.22”
P. 3/4” P. 3/8”

P.2 1/2”

Scale-1"=1-0”

14
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CEILING MEDALLIONS

Scale-1"=1-0”

CM-021
D.213/4
P.13/8"

CM-031
D. 33”
P. 4 1/4” with center rosette
P.21/4w/o ¢ “

3377 X 5877
P. 4 1/4” with center rosette
P.21/4 w/o ¢ “

(supplied in quarters)

Scale-3/4”=1"-0"
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CEILING MEDALLIONS

B

CM-8862
D.327/8"
P.11/27

Scale-3/4"=1-0"

supplied as halves on 1/2)
background with bevel

CM-8828

D. 37 3/4”
P. 17

supplied loose

CM-034
42 1/4”x 507
P. 7/ ’

BEIPIS)

J}c) CORE FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net




ROSETTES

B

R-002 R-003 '
D.23/4” D.17/8"
P.5/8” P.3/8”

R027 A%
D.23/4" =4
P35 G

R-004 RO0S
D. 134" % D.1 %
P12 5/8°
R-028 _ RO3L
D. 134" @ D. 114" %;f
P3g Yo Py

R-006 s
13/4x f( _
1 3/ ”

P.11/4

R-032
D.11/2"
P. 1/4”

@

R-033 7 R-034
D.218 |38 D.21/8"
P. 3/ i) Rt P 3/ i)
R-059 R-060 . R-061 _ R-062 f’
21/47x2 1/4" 15/8"x15/8 @‘ D.13/4" @) D.13/4" ?ﬁ
P.1/2" ( P, 1/4” ; P.3/8" p.3/g" |
Scale - 3” = 1’-0”
R-021 R-022 R-023 R-025 Y R-026
412 x41/2 | £x4 D. 41/4" 51/4"x31/8" * D.37/8"
P.5/8" P.5/8" P.7/8" P.5/8 P.3/8"
ROI0 o R-016 ?70/12 R-013 R-051
D.31/2" @ 43/4" x 4 3/4" g 6,," D.41/2 D.57/8"
P.1/2 P.7/8 Ry P.3/8 P.1/2"
R-040 “l' R-042 R-045
D.51/4 = D.51/4” D.51/4”
P.11/2" P.11/2" P.13/8°
R-049 _— -
M 17/ R-050 R-055 % R-054
g o **;ﬁ%f/ffg 618" x4" D412 D312
D P.3/8 P.1/2 P.1/2
Scale - 1 1/2” = 1°-0”
R-024 .
. R-039 RO41 7
43/4" x M -
b P.7/8" P.3/4”
R-007 ¥ R-046 ' RO18 ROI4 R-012
D.63/8" 1] D.67/8" D.57/8" & D.51/2" D.51/16”
P14 P.11/2" P.1” P.13/8" P.1/2"

Scale-1” =1-0"

SEIPES B
TN AWV EXN YA

FAX: 610-275-6636

1-800-392-6896  WEB: www.felber.net
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PILASTER CAPITALS

Capital: The crowning feature of a column or pilaster;
usually decorated; may carry an architrave or an arcade.
Applications: Pilaster capitals are flat on the rear sur-
face, making them uniquely suited for wall sconces, indi-
rect lighting, door and window trim applications, and
display features.

rr

b w ;o k4P
(Width at Base) (Projection at Base)

18
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PILASTER CAPITALS

PC-008
H.8”
W.53/8"
P.11/8

PC-009
H.73/4
W.51/2"
P.21/8

PC-010
H. 10"
W. 7 1/ »
P.23/8"

o ok el

PC-014
H.171/2”
Ww. 12 1/4”
P. 17

PC-011
H. 10 1/8”
W' 8),
P.11/27

PC-012
H. 113/4
W. 9 1/4
P.13/8”

Scale-112"=1-0"

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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PILASTER CAPITALS

Note: the width (W) and pro-
jection (P) measurements are
given at the point on the pilas-
ter above the bulnose, these
measurements correspond with
the pilaster shaft width and pro-
jection required by the capital

PC-004
H. 63/4”
W. 5 1/ ”
P. 3/ ”

Scale-3"=1"-0"

PC-002
H.8”
W.61/8"
P.11/27

Scale-11/2"=1-0"
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PILASTER CAPITALS

\\\\\\

0210

H. 13 1/4”
W. 10 1/4”
P.5"or 13/4”

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net



o BRACKETS & CORBELS s

Bracket: A decorative projection on a wall supporting the upper
members of a cornice, beam, or other overhang; called a console
when used vertically and a modillion when used horizontally.
Applications: These castings have many creative uses as light
sconces, wall planters and display accents.

Note: Brackets are not intended to provide structural support
but can be made hollow to surround a structural support.

T

H
{Height)

W ———i —
(Maximum Width) {Maximum Projection)

Corbel - 1003 H. 10 12" W.9” P.71/4”

F754A 633
H. 10 5/8” H. 117
W.43/” W.sl/”
P.65/8” P.41/2”
1060
H. 113/4
W. 12 1/4”
P.51/2"

623

H.53/4
W. 23/4”
P.23/4"

Scale-3"=1'-0"

J}D) (CORI FAX: 610-275'6636 1-800'392-6896 WEB: www.felber.net
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BRACKETS

BR-003

W.55/8"

)

BR-005
H.221/2

W. 12 3/47at top
P. 8,)

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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BRACKETS

I

| A1 BR-018 BR-006

-y L

_ ., .97 attop
WAl P.45/8"

P. 4 1/4”

Scale-2"=1'-0"

BR-011

H. 14 H. 10 3/8”
W. 47/8 - 2w 4172
P. 12 1/4” P.51/4”

BR-007-A BR-007

H. 14" H. 14
W. 8 1/4” W. 5"
P. 10 1/4”

P.10 1/4”

PLASTRRIRNG CGORER FAX: 610-275'6636 1-800'392-6896 WEB: www.felber.net




“ CARTOUCHES, PLAQUES & SCULPTURES
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Cartouche: an ornamental tablet often inscribed or decorated,;
framed with elaborate scroll-like carving.

Plaque: an ornamental tablet often inscribed or decorated; added
to, or set into, a surface.

Applications: Cartouches & plaques are used in the classical man-
ner as door and window heads; but, they are also attractive as light
sconces, door heads and wall hangings.

H
{Height)

W —P—
{Maximum Width) (Maximum Projection)

F-10675
H.81/2”
W. 20"

P. 1 5/ ”

P.7” P.11/4”

Scale-112”=1-0"
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CARTOUCHES, PLAQUES & SCULPTURES

B

Scale-112”=1-0"

8101
H. 28” Dia
P.5/8”

7723

H. 257

W. 16 1/4”
P.11/4”

%% “g!@' % 4;% FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net
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CARTOUCHES

H. 24”
W. 46 1/2”
P. 4"

P.21/2" Scale - 3/4” =1’ - 0”

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net 27



““’I'HE FLORENTINE ART PLASTER COLLECTION

1401
Night
H.217
W. 117
P. 1,)
Scale-112"=1"-0 1564
Three Heads
by Luca Della Robbia
H. 14 1/2”
W.211/2”
;Ii(i-(r)ﬁng Scale-112"=1"-0" P. 4
H. 217
W. 117
P.1" 1521
Angel
by Luca Della Robbia
H.7
- W. 15»
Scale-112"=1"-0" P.11/2"

1391

1531 )
Ma(ilotlllnﬂz:l Elght
?{I(l,ssﬁ]jno by T?;orxvaldsen
135 D35

W. 22 P.3

PZ ]./2 Scale' 1”= 1’_0”

Scale-112"=1"-0"

FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net




- NICHE CAPS S

Niche: traditionally a recess in a wall, usually designed to
hold a sculpture or an urn; semicircular, surmounted by a
half dome (niche cap)

Niche Cap: traditionally the decorative top portion of a wall
niche; generally a scallop shell pattern.

Applications: Niches and niche caps add a beautiful accent
to china closets, as well as bookcases and sculpture niches.

r\ (Hﬂghtn

—pP—o
(Wndth Insnde) (Projection Inside)
I WO —
(Width Qutside)

Niche - 7821 installation with custom trim

H.15 1/8”
WI. 257
WO. 30 1/4”
P. 97)
7823
H. 13 3/4” 17{8%1”
WL 22 1/2” H 15
WO. 25 1/4” wo
P.6" Vo,
7805
17185 3/8” H. 23 1/8"
WI. 247 WL 29 3/4”
WO. 26 3/4” WO. 36 1/4
P, 13" P.14'5/8
7804
H. 19 5/ 9
WI. 33 3/8”
WO. 39 1/2”
P. 117

Scale-1"=1"-0"

%A(\T@\ME%M}L FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net 29




o NICHE CAPS &

7815 7800
H.113/8” H. 117
WI. 16 1/2” WI. 227
| i WO. 24 3/4”
P. 10”

e i M

SN-009
H. 18"
7801 WL 127
H. 12 1/2” WO. 14¢
W, 227 P.2172"
WO. 24 1/2”
P.111/2”
tape recess
7822 10100
H. 9 3/4” H.21”
WI. 1677 i WI. 9”
WO. 19 5/8” = s WO. 14 1/2”
P9 P.31/2"in;
31/2” out

Scale-112"=1-0"

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net




D) (A3
NICHE CAPS
NC-001 NC-006
H 27 H17 18
WL 47" WI. 26 3/16”
WO. 54 WO. 31 3/8"
P. 24 P. 12172

NC-004
H. 18 1/4”

WI. 31 1/4”
WO. 36 1/4”
P.157/8"

NC-007

H. 16 1/4”
WI. 257/8”
WO.321/8" 498
P. 11 3/ 3 y. A\ 5

Scale -3/4”=1"-0"

NC-003
H. 24 1/2
WI. 40”
WO. 48 1/8”
P. 15"

NC-009

H. 26 1/4”
W.521/2”
P.31/8” atedge

-also-

NC-008

H. 24"

W. 48”

P. 3" at edge

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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“® SMOOTH NICHES & NICHE BACKS =~
npgn nn
Smooth Niches Niche Backs
Model# | Width Height | Depth Model# | Width Height | Depth
SN-001 33127 65” 11 1/47* NC-002B 33" 447 16127
SN-002 35” 6512" 147 % NC-003B 46” 48" 16”
SN-003 36" 63" 18” NC-004B 34127 48” 17 1/4”
SN-004 247 53” 97 % NC-005B 28” 48" 14”
SN-005 30” 63" 157 NC-006B | 29 1/2” 48" 14 3/4”
SN-006 247 53” 127 7800-B 25 1/4” 48” 10”
SN-007 19127 48" 107 7801-B 24172 48" 127
SN-008 325/16” | 573/4" 913/16” 7804-B 37" 48” 10 127 *
SN-009 12 18" 212 7805-B 291/2” 48” 143/4”
7808/16-B | 481/2” 48" 18 1/4”
All smooth niches and niche backs provided 78158 20 147 48" 14 172"
with front edge flanges for flush mounting to 8178 | 267 487 12147
1/2” drywall. 7823-B 25 3/8” 48” 6" *
7821-B 28”7 48” 10 127 *
7822-B 181/8” 48” 83/4”

Note - * Denotes elliptical cross section.

JP CORD FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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7 NICHE ACCESSORIES

%

Rosette Blocks and Surround Moldings

Surround Molding
(Radiused)

Niche Cap

Rosette Block

Surround Molding
(Straight)

Niche Back

RBL-001

| RM-001 e
Typical Niche Assembly

Note: Niche sill should be built out
of wood by installer

3 1/2n

RM-006

RM-005

* Note: For Radiused Surround Molding
see price list for set up charge.

Scale - Half Size
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) DOMES & COFFERS &

Dome: traditionally a hemispherical or elliptical
concave shape used in a ceiling to provide an added
dimension or impression of height to the ceiling.
Applications: Domes can be used with light troughs,
medallions, chandeliers and recessed lighting in both
commercial and residential applications. They can also
be combined with a hanging light fixture, an indirect
lighting ring, or stand alone as a decorative addition.
Note: 1) light troughs and decorative trim rings are
available on pages 36-37. 2) domes over 7°-0” in diam-
eter are sectional units.

Installed dome with custom dome ring.

=—

(Rise)

} D |
Round Dome D-010 (Diameter)

D. 37 _ Ou
R § /_\ Round Dome D-016
D.4-0”
R 7
Round Dome D-025 r \
D. 57 _ OH

R 1-07 Round Dome D-006
D. 57 _ 4;;
R 1'-0"

Round Dome D-020 Square Coffer

D.6 -10” D.3-0¢

R 8/\ R 10" / \
Round Dome D-017
D.6-0”

Round Dome D-003 R2-0

D.6 -10”

R1-6"

TENE ST E Y EED.
AN [ENTICAIL
FRTX@?WEE@N%% CORE FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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) DOMES S

Type “A” Type “B” Type “C”

7~ N\ N YN

Semicircular cross section Elliptical cross section Elliptical plan and cross section
Dome # type inside inside  #pcs. com- Dome # type inside inside  #pcs. com-
ments ments

size height size height

D001 A 80" 1-61/2" 4 112" flange-bottom D023 A 20" 11" 1 3" flange

412" is vertical D-024 B 20" 8" 1 11/2" flange
D002 B 80" 1-6" 2  31/4"flange D025 B 5.0 001 23/4 flange
D03 B 6-117 1-6” 1 2 1/2" flange D026 B 180" 35" 11 3" flanoe
D004 B 4-43/4 93/4” 1 2" flange D27 B 5.8 107 1 2 1/2” flanoe
D005 A 4-7 7 1 2" flange D-028 B 740" 3-0" 2 2 1/2” flange
D006 A 4" 12° 1 21/2" flange D-029 A 36" 26" 1 21/2"flange
D007 B 100" 2-6" 6 3"flange D030 A -6 23" 4 1172 flangebot-
D008 A §-1” 14" 2 2"flange tom 3" is vertical
ED-009 C 8112 x6-1"1-4" 2 2" flange D-031 B 7-6" 10” 2 3” flange-top is
D010 B 3-0" g 1 11/2” flange flat
D011 A 3512 91/ 1 2"flange D032 B 138" 20" 8 3" flange
D012 B 3.0 10 1 2" flange D033 A Q-0 107 2 21/ flange
D013 A 3. 1-31/47 1 11/2”flange D-034 A 80" 1-10" 4 2" flange
ED014 C 8 x4-6" 10 2 11/4” flange D035 A bRl 0 1 2” flange
ED-015 C £17x20-21/4" 91/2” 1 11/2” flange D-036 B [ 8" 1 2" flange
D016 B 407 7 1 1" flange D-037 A Q4" 2-0" 2 11/ flange
ED-016  C 10-2x6-8"  1-47 2 3" flange D038 B 80" Q" 2 2'flange
D017 A Q-0 20" 12’ flange D039 B §-5" 2-23/4" 4 2" flange
ED-017 C £40'x2-6" 8§ 1 2" flange ED-040 C 4" x 30" 10 2 2 1/2” flange
D019 B 80 11” 4 3” flange D040 A 111127 117 1 13/4” flange
D020 A Q-10 81/4 1 13/4” flange D-041 A 2-01/4” 95/8” 1 2" flange-bottom
D021 A 33 10 1 4" flange 27 is vertical
D022 A 36" S1/2” 1 3 1/4” flange

Note: Dome sizes are approximate and may vary slightly from those listed. Glass reinforced gypsum (GRG) is a “live”
material and is subject to slight warpage and bowing. Minor irregularities can usually be corrected by wetting the part
thoroughly with clean water and fastening it into place.

[ [
g&%%@%% FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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DOME TRIM RINGS

— N

3"

11/4"

36

) 52
RO AWVIENVANI#
PLASTBRING GORE
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DOME LIGHT TROUGHS

")

S:mw\h N X B:W\—“ N
€00-L1

Aq 8uwr poomdd / /

Eﬁw\ﬁ m MW Bﬁh
100-LT

3umad

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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- PERIOD CEILINGS: CREWE HALL =

Period ceiling: a ceiling treatment done in a variety of peri-
od styles; constructed in sections or components.
Applications: In addition to ceiling applications, these can
be attached to a wall to provide a number of decorative
effects.

Layout: Modular dimensions of pattern will determine ceil-

ing layout. Edge treatments are designed to suit your particu-
lar application.

-
ceEE» 155
78—

r-71/4”

| 3 -33/8" |

- B.
— 17

1 Components of ceiling as supplied

Partially assembled ceiling

Fe%}{ﬁ FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net




7 PERIOD CEILINGS S

2»7

“parged” texture

Scale-3/8”=1-0"
“Haddon Hall”

P.11/8

334 ————————

CC-002
P.11/4
Scale - 3/4” =1'-0” Run mouldings are available for connectors or borders as needed.

CC-004
P. 11/16”

Scale - 3/8”=1"-0"

“Norston Abbey”

—_

CC-005
P. 11/16”

2677

Scale-1”=1"-0" Run mouldings are available for connectors or borders as needed.

%%&M%%ﬁ%% FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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COFFERS

Ceiling installation using the CF-001 coffer panel
and square rosette with optional center rosette.

221/

Scale-3/4”=1"-0"

tape recess

CF-001B

—I_
-l—SS/”—L

P.. 3/4”

R-044
D.71/8"
P. 3/4:7

| example optional rosette

| 22172
P. - back to face : 2 1/8”

Two rosette blocks are included per coffer.

40

CF-001
Scale-112"=1"-0"
9% FAX: 6102756636 1-800392:6896  WEB: www felber.net
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COFFERS

=

2671

2677

Ceiling installation using the CF-002 coffer panel
and square panel with optional center rosette.

P. - back to front : 11/2"

Scale-11/2"=1-0"

P. - back to front : 2 1/8”

CF-002

Two rosette blocks are included per coffer.

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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ADAM PERIOD CEILING - PC-001

Scale-12"=1"-0"
Band Molding - MD-001

e G
o e R e R e e e e | o AR 5.
163 [T
»_2» s ) Yoz i\
. < N
W.45/8" &

H. 16”
W. 117

, =
Cornice -#6313 P.3/8” k\

;' : Garland - GD-001

__:;' N
ok «.‘Z-
4w = ':“

s - 4 g Ornament - FO-002
14H
1§2,, Center to Center 13 1/2” "‘}\ H 412"

H 714 ;
P.3/8" A 4

~ T T
O 00 o\
v
\

—_

(@)Y
b

RNV NN
TPLA@TFY@E&IN(%% CORR FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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o PANEL ORNAMENTS
1 bhl
I > I . 13 147
- A I 1
(i
A
K 13 14"
4
b P0O-009
Projection - 1 1,27 Projection- 1” 1
T > uses molding PO-001 uses molding PO-003
Note: For corresponding
12127 moldings: see next page 107
| 1
I 1 r _
—_ | S
A \’%
1077
12172
P0O-005
Projection - 1" i
uses molding PO-005
o Projection - 17
uses molding PO-008 PO-007
P 17 3 ’ '
I'O]CCUOI] "#\ « ﬂ’ v r - */I—I/aa §
uses molding PO-007 /= s 6 3/4
fféﬁ%
8 1/4 i B :
PO-004 . . .
Projection - /4" Also available with PO-004 moulding
- uses molding PO-004
PO-003 -
91/4” Projection - 17 W
uses molding PO-003
(‘l( A j N
9 1/477

Projection - 3/4”

uses molding PO-008 Scale-112”=1'0"

10 3/4”

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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) PANEL MOLDINGS

@&

118 3/4”
I | o l |
! 1127 ! ! 13/4” !
PO-001 PO-008
| | | |
PO-007 PO-005
5/8?7
1 /277
|
11/8” ' 212 |
PO-004 PO-003
Scale - Full size
| 48 1/4”

also available without leaves. PO-003

i »JLJ_ER
O LAV BN
TP LASTTRIRIING @@E&)

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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GARLAND AND FREE ORNAMENTS

=

: 24n

" GD-002

Projection - 3/4”
127 ] 73/4"
' 27127 ' & T »
{ 112
H H
.rl! 1 T #
. p N p
. 19 1/2 , P .}
' ' 14127 2
| (s
\\\“—.‘:-.__ ey v ” \ -
" REE o >12 GD-008 o
Ve \-;-‘V . Projection - 5/8” W
GD-004 2
Projection - 1/2” N
.rI%I\
15147
. 812"
o2 - GD-007
5127 ,KS_ Projection - 1/4”
' 1712" '
GD-006 I()?DjOO? i
iection - 5/8” rojection - 1/4”
Projection - 5/8 | 12
I 1

12 1/47

I i
\_..-‘;“u-‘%g,
G g .
..f"""--.."

RSy

4 1/4”‘|'

RB-002
Projection - 5/8”

14 127

& F0-003
Projection - 5/8”

FO-004
Projection - 3/8”

D

ORNANVTENIEA L
PLASTHRING GURE

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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KEYSTONES

o

Top
W. 6 1/4”
P.4”
3ottom
W. 412"
P.3”
KS-001 deight 8”

Top
W. 412"
P. 13/4”
Bottom
W. 3”
P. 3/4”
Height 9”

KS-003

), 1 1/4”
KS-008 ,1ght 5 3/4”

Scale-112”=1"-0"

‘op

W. 77

P.2 12"
Jottom

W. 4 1/4”

P. 114"
KS-002 {eight 712"

Top
W. 9587
P.312”
3ottom
W. 65/8”
P. 114"
Jeight 14”

KS-004

op

W. 12 1/4”
P.5”

ottom

W. 8 1/4”

P. 212"
eight 13 3/4”

Top
W. 53/4”
P.3 127
Bottom
W. 412"
P.3”
KS-007  Height 53/8”

Top
W. 4 3/4”
P.2”
Bottom
W. 3 3/4”
P.2”
KS-006  Height 712"

p

W. 6"
P.13/4”
yttom

W. 412"
P. 17
KS-009 2ight 8 127
or

Height 9 5/8”

@)AL
PLASTRIRING GURER

FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net




e FRIEZES & MOLDINGS &

B} MD-002
3 3/4 ot »
n Projection 1/2
: 1577 : Rep 57 / i3
310 MD-013
1 Projection 1/4”
P—1812"— Rep 23/8”
; 1/;',', MD-003
1 Projection 1 1/4”
[ 50” | Rep 257
53;2,, MD-004
L Projection 1/4”
| 217 | Rep 10 1/27
61;"2,, MD-005
L Projection 1/4”
——603/'——  Rep 151"
1) MD-006
L Projection 1”
: 30 12" | Rep 6 1/8”
Scale -3"=1"-0”

'
Pﬁé%&% FAX: 610-275-6636  1-800392-6896  WEB: www.felber.net
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FRIEZES & MOLDINGS

o

MD-007
Projection 5/8”
Rep 3 3/4”

Scale-112"=1" -

0”

—>5134" —

MD-008
Projection 17
Rep 171/8”

f 231/2” |

MD-009
Projection 3/8”
Rep 17

[ 18" :

MD-010
Projection 1/2”
Rep 187

: 157 :
MD-011

Projection 1/2”
Rep 71/2”

I 13 127 i
MD-012

Projection 3/8”

Rep 131/2” geale -

3”= 1’ -

0”

' AL
PLASIDEM o

FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net




FRIEZES & MOLDINGS S

» FR-001
= 32% Projection 3/4”

——4-4172" —  Repeat 4'-41/2"

e FR-002
. Projection 13/8”

—G-11" — Repeat 13 3/4”

1-(')-“ FR-003
- Projection 3/4”

— 4.3" ——  Repeat 17"

Scale-1"=1"-0"

6 FR-005
- Projection 3/4”
—— (-4 ———  Repeat 73/4”

FR-006
Projection 1/2”

I 77- 10 1/ 77_' Repeat 4 1/2”

- S

37 MD-014

i Projection 15/8”
b——14-112"——  Repeat 27

6 MD-015

" Projection 1”

b— 5'-8° ——  Repeat 5/8”

| Scale- 1 1/2"=1’ - 0”

| RN AV IR TA
. PLASTERRRNG CORE FAX: 610-275'6656 1-800-392-6896 WEB: www.felber.net 4 9



e FRIEZES & MOLDINGS .
'Z';” MD -032
L N Projection 7/8”
—5-73/4"— Repeat 13 5/8”
2 7 T MD -033
; .ﬂ i
‘j 10..}/4 Projection 7/8”
] =4-101/8" Repeat 14 1/2”
111/8" MD -022
L Projection 2 1/2”
F— 3'-83/4"— Repeat 153/4”
10 1/‘77 CR'054
ST Projection 2 1/4”
= 6-111/8"— Repeat 3 1/2”
14172" MD -035
4 Projection 17
F—5-83/8"— (Relief)
Scale - 3/4"=1'-0”
MD -027
Projection 1 3/4”
T F—6'-83/4"— Repeat 145/8”
IS 7 o DDy 1y el TI MD -034
7 - uja ""-/;_ ‘-‘i-' - ';-éd{l q:', le ; ; 5 z 6 5/8” PrOjeCtiOﬂ 5/ ”
Iy g “"J';:'f"'; 2 Vel gt P .“MJ\ g - l_ 4’- 6 ]./2’a _l Repeat 9”
Scale-112"=1"-0”
T MD -021-A
?._ Projection 3”
F— ¢-.812°—1 Repeat 13/4”
Scale-3"=1"-0"

@MAL
IPLASTTRIRING GORE

FAX: 610-275-6636  1-800-392-6896  WEB: www.fel
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Niche Cap Installation

(=

1. Using typical wall framing (sized to niche cap and
niche back dimensions) frame as per drawing. Use

niche cap to scribe plywood header.

2. Drill for screws using flush head bit where there is

purchase at spots marked “x” on drawing.

3. Attach blocking as indicated, install niche back then

niche cap.

4. Apply casing and rosettes or other trim.

5. Fill screw holes and joints with non-shrink spackle, or
#1 plaster, keeping material wet. Sand smooth.

Dome Installation

Note: Whenever structural framing is to be cut or removed the work

should be done by a qualified contractor under the supervision
and advice of an architect or engineer. The following information
is to be used as a guide only. Some domes may require specifically
designed framing.

l ) Il
DIAMETER |

FRAMING PLAN

REFLECTED PLAN

_sf

—_—— e s —— - =

l

|

@ |
: |
|

! DIAMETER ‘'—-—~ ‘Z\f—"--'
‘ » OPTIONAL TRIM RING
SECTION N
DETAIL

Mark dome location on ceiling-scribe diameter of
dome onto ceiling and cut through wallboard on
ceiling.

When cutting a rough opening in a standard wall
board ceiling, remove necessary number of joists
depending on spacing and size of dome to be installed.

For needed additional support, double up joists on
either side of dome and above dome for the electrical
box. (If no box, use this as an attachment point.) Also,
insert framework perpendicular to the ceiling joists to
box out the dome area - continue to frame out the
dome area by inserting small mitered corner fills on
the inside of all four corners creating an octagonal
shape, this will establish eight attachment points.

Predrill and countersink casting at all attachment points.

Raise dome into opening with outer edge of
dome flush against ceiling and screw into framing.

Fill joints and screw holes with non-shrink spackle;
or plaster, allow to dry, smooth and finish.

) e\ _:\

REIPBERS
OFERTAM BN DAL
PLASITRRING GORE

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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Cornice Installation

o s

= \O o

@}\ CEILING
5—A 3
- Z g
&
bt =}
()
S
=
=
4
=
=
35

Using the height of the cornice, establish a horizontal reference line on wall for
bottom of cornice.

Mark reference line at perimeter of room and tack a wood strip at this elevation.
(Remove when complete)

Using an outside corner as a starting point, (start with inside corner if job does not
require any outside corners) miter one end of casting.

Locate studs and mark stud locations on wall and castings.

Predrill and countersink casting at marked locations.

Apply construction adhesive to contact points of cornice to wall and ceiling.

Rest Cornice on wood strip and (using galvanized screws) screw cornice to studs.
Optional Method of attachment: Fasten wood blocking to ceiling & wall and attach
casting to wood blocking.

Fill joints and screw holes with plaster: allow to dry and sand smooth.

Fill open seams with paintable caulk where cornice meets wall and ceiling.

Prime and paint.

Ceiling Medallion Installation

- l / L. Locate ceiling framing and mark
; [ B , = attachment locations on casting.
e e el R P éiw 2. Pre-drill and countersink at attachment
S AT e DA A points.
Z_ \ ¥ . [ o 3, Apply construction adhesive to casting
T e RN K HOLES ADHESIVE and brace in place while screw attaching

AND FILL WITH PLASTER

casting to structural framing.

(TYP
) 4. Fill screw holes with plaster, allow to dry
= and sand smooth.
B ) . 5. Fill irregularities along ceiling with
AT f — — T paintable caulk.
et ’ 0. Prime and paint.

ol || Y o
%@ @é%{_% FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net
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Cartouche Installation

attachment

Cartouche No. 7750

L. Locate cartouche on wall.

2. Level cartouche and mark location.
Drill and countersink a sufficient number of holes in cartouche and if necessary
locate anchors in wall to coincide with them.

4. Remove cartouche and apply construction adhesive on rear flange around entire

perimeter.

Attach cartouche to wall with galvanized screws or lag bolts.

Caulk entire perimeter of cartouche.

Fill screw holes with glazing compound.

Prime and paint with good quality exterior latex paint.

e o

General Information

Indoor Castings / Painting:

Castings made for indoor use are generally made of reinforced gypsum (plaster). Gypsum is not a weatherproof
material unless specially treated. Standard priming and painting procedures should be used for finishing. Use a good grade
latex or oil base paint. We do not recommend a high gloss finish. Prior to painting, make sure pieces are thoroughly dry.

Outdoor Castings:

Castings made for outdoor use are made with a specially formulated mixture called “polymer modified gypsum”.
These castings can be used outdoors but must still be sealed and painted with exterior paint and caulked to prevent water
intrusion. We recommend two coats of an oil base paint.

J ‘-,-"'"J LAY

BTN W AT
%A%\r;m (G 6{%{% FAX: 610-275-6636  1-800-392-6896  WEB: www.felber.net

53



D

Wholesale Price List

B

Pricesareavailableonlinethroughour website
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Custom Run Moldings

N

Run moldings are moldings without cast enrichments (leaves, egg and dart, etc.). We can provide any
shape and any quantity. All that is required is an accurate tracing of the profile desired or a small section sent
to us. Run moldings can often be made without the expense of a rubber mold.

FAX: 610-275-6636  1-800-392-6896 WEB: www.felber.net
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—
Custom Mantles S

L

We have made many custom mantles over the past few years in various sizes and styles. Whenever
possible, we use elements such as cornices, brackets, and friezes from our collection to reduce costs. Simply
send us a photo or drawing with dimensions and we will be happy to quote you.

Terms and Conditions

Effective September 1, 2001

Material:  All prices are for ornaments cast in plaster for interior applications. Prices for cornice are based on a
minimum quantity of 40 LF.

Prices: All prices are F.O.B. our shop in Norristown, Pa. No sales tax included in catalog prices. Prices are subject
to change without notice. Items may be discontinued without notice.

Terms:  Orders less than $500.00 - submit payment in full with order. 50 percent on all other orders submitted with
order. Balance due prior to shipping. Credit terms available with satisfactory references may be considered

Crating:  Charge is typically 15 percent of total order.
Shipping:  U.P.S or best Common Carrier collect.

Returns:  Catalog and Custom items are made to order and are not returnable. Please be sure you have checked the
size and dimensions of the pieces you are ordering.

Damage
claims%:g Felber Ornamental Plastering Corp. is not responsible for loss or damage in transit. Claims for
damage will be filed by Felber against carrier. Make complete overall examination of shipment before
and after unpacking units. With common carrier deliveries, mark bill of lading “contents not inspect-
ed” before signing.

If ackagegi)/crate(s) is damaged, call Felber immediately and have carrier note the damage on the
delivery ticket.

If damage is noted, do not unpack units completely until inspected by carrier. Please do not dispose of
any damaged units or packing material. Any damage or missing items must be noted on
carrier’s delivery ticket.

Note: Felber Ornamental Plastering Corp. reserves the right to make changes in all prices and specifications
contained in this catalog and to discontinue models without notice.

wrwrest WE NOW ACCEPT MASTERCARD OR VISA  wwswwrs
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